
I CLAIM: 

1. A child safety chair comprising: 
a seat member; 

a backrest extending upwardly from said seat 
5 member, having front and rear sides, and formed with 
an elongated slot that extends in a longitudinal 
direction, that extends through said front and rear 
sides in a first transverse direction relative to said 
longitudinal direction, and that is defined by a 
10 slot - def ining wall which has one side; 

a belt extending through said slot; and 
a be 1 1 - ad j us t ing unit including a belt-holding 
member that is mounted movably on said rear side of 
said backrest, and that has a belt-holding part which 
15 is aligned with said slot in said first transverse 
direction, and which has one side disposed adjacent 
to and cooperating with said side of said slot- 
defining wall to define a gap therebetween, said 
belt-holding part being formed with a plurality of 
20 retaining grooves which are indented from said side 
of said belt-holding part and which are aligned in 
said longitudinal direction, and a plurality of 
holding ribs, each of which is disposed between an 
adjacent pair of said retaining grooves, said belt 
25 being adjustable to extend into a selected one of said 
retaining grooves and to train on an adjacent one of 
said holding ribs, said belt-holding member being 



10 



movable in a second transverse direction that is 
transverse to said longitudinal direction and said 
first transverse direction between a first position, 
in which said side of said belt-holding part is spaced 
5 apart from said side of said s lot -def ining wall in 
said second transverse direction by a first distance 
that restricts removal of said belt from the selected 
one of said retaining grooves through said gap, and 
a second position, in which said side of said 

10 belt-holding part is spaced apart from said side of 
said slot -def ining wall in said second transverse 
direction by a second distance that is larger than 
said first distance and that permits removal of said 
belt from the selected one of said retaining grooves 

15 through said gap. 

2. The child safety chair of Claim 1, wherein said 
belt -adj ust ing unit further includes an urging member 
that is mounted on said rear side of said backrest 
and that abuts against said belt-holding member so 

20 as to restore said belt-holding member from said first 
position to said second position. 

3. A child safety chair comprising: 

a seat member; 

a backrest extending upwardly from said seat 
25 member, having front and rear sides, and formed with 
a pair of parallel elongated slots, each of which 
extends in a longitudinal direction and extends 
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through said front and rear sides in a first 
transverse direction relative to said longitudinal 
direction, and each of which is defined by a 
slot-defining wall which has on.e side; 
5 a pair of belts extending through said slots, 

respectively; and 

a belt -ad j ust ing unit including a pair of 
opposite belt-holding members, each of which is 
mounted movably on said rear side of said backrest 

10 adjacent to a respective one of said slots, and each 
of which has a belt-holding part that is aligned with 
the respective one of said slots in said first 
transverse direction, and that has one side disposed 
adjacent to and cooperating with said side of said 

15 s 1 ot - de f i ning wall of the respective one of said slots 
to define a gap therebetween, said belt-holding part 
being formed with a plurality of retaining grooves 
which are indented from said side of said belt-holding 
part and which are aligned in said longitudinal 

20 direction, and a plurality of holding ribs, each of 
which is disposed between an adjacent pair of said 
retaining grooves, each of said belts being 
adjustable to extend into a selected one of said 
retaining grooves in said belt-holding part of a 

25 respective one of said belt-holding members and to 
train on an adjacent one of said holding ribs, each 
of said belt-holding members being movable in a second 
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transverse direction that is transverse to said 
longitudinal direction and said first transverse 
direction between a first position, in which said side 
of said belt-holding part is spaced apart from said 
5 side of said s 1 o t - de f ining wall of the respective one 
of said slots in said second transverse direction by 
a first distance that restricts removal of the 
respective one of said belts from the selected one 
of said retaining grooves through said gap, and a 

10 second position, in which said side of said belt- 
holding part is spaced apart from said side of said 
slot -defining wall of the respective one of said slots 
in said second transverse direction by a second 
distance that is larger than said first distance and 

15 that permits removal of the respective one of said 
belts from the selected one of said retaining grooves 
through said gap. 

4. The child safety chair of Claim 3, wherein said 
belt - adj ust ing unit further includes an urging member 
20 mounted on said rear side of said backrest and 
disposed between and abutting against said belt- 
holding members so as to restore said belt-holding 
members from said first position to said second 
position . 

25 5. The child safety chair of Claim 4, wherein said 
backrest is formed with a spacer that separates said 
slots apart, said belt-holding part of each of said 
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belt-holding members further having a side portion 
that is opposite to said side of said belt-holding 
part and that is formed with a pair of elongated holes, 
each of which extends in said second transverse 
5 direction, said child safety chair further comprising 
screw means extending through said holes in said side 
portions of said belt-holding parts of said belt- 
holding members and into said spacer so as to permit 
movement of said belt-holding members in said second 

10 transverse direction. 

6. The child safety chair of Claim 5, wherein said 
spacer is formed with a U-shaped retainer disposed 
between said belt-holding members, said urging member 
being in the form of a coil spring that extends through 

15 and that is held by said U-shaped retainer, said 
belt-holding part having an abutting flange that 
extends transversely from said side portion of said 
belt-holding part in said first transverse direction, 
said urging member being sandwiched between and 

20 abutting against said abutting flanges of said 
belt-holding parts of said belt-holding members. 



